RoHS

COMPLIANT

SESDULC5VOLB

Pin1 Pin2

DFN1006-2L

mDefinitions of electrical characteristics

IEC61000-4-2(ESD): 15kV (contact)
IEC61000-4-2(ESD): 15kV (air)
IEC61000-4-5(surge): 5A (8/20us)

eUltra Low leakage nAlevel

e Low clamping voltage

e RoHS Compliant

Applications
e MDDI / MHL
e USB 2.0/USB 3.0
e Digital Visual Interface (DVI)
e Display Ports
e Cellular Handsets and Accessories
e PCI Express and Serial SATA Ports

Mechanical Characteristics
e Package: DFN1006-2L
e Case Material: “Green” Molding Compound.
e Marking Information: See Below
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SESDULC5VOLB

TLP Measurement ESD Clamping Voltage
8 kV Contact per L9/cmnnnbnbH
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m Outline Dimensions

SESDULC5VOLB

m Recommend land pattern (Unit:mm)

Unit mm

Notes:
This recommended land pattern is for reference purposes only. Please consult your manufacturing group to ensure your PCB

design guidelines are met
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SESDULC5VOLB

Disclaimer

The information presented in this document is for reference only. Yangzhou Yangjie Electronic Technology Co., Ltd. reserves the
right to make changes without notice for the specification of the products displayed herein to improve reliability, function or design
or otherwise.

The product listed herein is designed to be used with ordinary electronic equipment or devices, and not designed to be used with
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